4'-0" & VARIES WIDTH VARIES

7-0" (+/-)

EXISTING
CENTER
LINE

VARIES (10'-6" MIN. / 13'-0" MAX.)

VARIES (10'-6" MIN. / 13'-0" MAX.)

70" @4/-)

WIDTH VARIES ~  5'-0" & VARIES VARIES

EXISTING BUILDING OR ,
AVENITY (TYP.) N SIDEWALK GRASS OR

HB —

EXISTING HIGHWAY
BOUNDARY/PROPERTY
LINE (TYP.)

VARIES

CONCRETE BUFFER

EXISTING
STONE CURB

5/-Qn

EXISTING BUILDING OR
ANENITY (TYP) N

EXISTING HIGHWAY |
BOUNDARY/PROPERTY S
LINE (TYP) \ﬂ

CONCRETE SIDEWALK

PARKING LANE

ORIGINAL
GROUND (TYP.)

SB TRAVEL LANE

EXISTING ROADWAY
PAVEMENT SECTION

EXISTING CRAIG STREET
TYPICAL STREET SECTION

NOT TO SCALE

NB TRAVEL LANE

ORIGINAL —/

GROUND
(TYP.)
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PROPOSED
CENTER
LINE
8-0" 11-0" | 110"

PARKING LANE SB TRAVEL LANE i NB TRAVEL LANE
I
I
I
I
| NEW STONE
1 CURB (TYP.)

= <207 4 o

36t

GRASS BUFFER

PROPOSED PAVEMENT SECTION/
7.5" ASPHALT PAVEMENT
12" SUBBASE

PROPOSED CRAIG STREET
TYPICAL STREET SECTION

NOT TO SCALE

ALTERNATIVE NO. 1

FLUSH CYCLE TRACK

PARKING LANE

NEW ORNAMENTAL
LAVP POST MP)

g§'-Q"

GRASS OR SIDEWALK
CONCRETE BUFFER

TWO-WAY CYCLE TRACK
(COLORED ASPHALT)

5-Q
CONCRETE SIDEWALK

EDGE DRAIN-/

(TYP)

36" OR 4'-6"

GRASS BUFFER

\ L]
FLUSH CYCLE
TRACK

3-qn
GRASS

UTILITY
STRIP
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EXISTING BUILDING OR
AMENITY (TYP.)

EXISTING HIGHWAY
BOUNDARY/PROPERTY ES
LINE (TYP.) \ﬂ

5/-Qn

EXISTING BUILDING OR
AMENITY (TYP.)

EXISTING HIGHWAY
BOUNDARY/PROPERTY ES
LINE (TYP.) \ﬂ

L

CONCRETE SIDEWALK

PROPOSED

CENTER
LINE
8/-o" 11'-0" | 110"

PARKING LANE SB TRAVEL LANE i NB TRAVEL LANE
I
I
I
I
| NEW STONE
I CURB (TYP)

NEW ORNAMENTAL
LAMP POST (TYP.)\""

8'-Q"

ORIGINAL
GROUND
(TYP.)

5/-gn

20

=
/

3-gt

GRASS BUFFER

CONCRETE SIDEWALK

ORIGINAL
GROUND
(TYP.)
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Il

8/-o"

PROPOSED PAVEMENT SECTION/

T.5" ASPHALT PAVEMENT
12" SUBBASE

TYPICAL STREET SECTION

NOT TO SCALE

ALTERNATIVE NO. 2

LOWERED CYCLE TRACK

110"

PROPOSED
CENTER
LINE

110"

EDGE DRAIN-/

PROPOSED CRAIG STREET

TWO-WAY CYCLE TRACK
(COLORED ASPHALT)

36" OR 4'-6"
GRASS BUFFER

U

NEW ORNAMENTAL —— 1

PARKING LANE

NEW STONE
CURB (TYP.)

SB TRAVEL LANE

NB TRAVEL LANE

LAMP POST OR
3
b

LANDSCAPE TREE
(TYP.)
4

— = <20%

gt

CONCRETE SIDEWALK

HB

A
T -
L CYCLE TRACK Ll

LOWERED 6"

NEW STONE

CURB (TYP.)
3’-0"
GRASS
UTILITY
STRIP

100"

TWO-WAY CYCLE TRACK
(COLORED ASPHALT)

3-gt

GRASS BUFFER

o]

PROPOSED PAVEMENT SECTION/

T.5" ASPHALT PAVEMENT
12" SUBBASE

EDGE DRAIN-/ 5'-0"
(TYP.)

PROPOSED CRAIG STREET
TYPICAL STREET SECTION

NOT TO SCALE

ALTERNATIVE NO. 3

10'-0" WIDE FLUSH CYCLE TRACK

GRASS BUFFER

I. ‘ \— FLUSH CYCLE
TRACK

[

CONCRETE SIDEWALK

NEW STONE
CURB (TYP.)

HB
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EXISTING PEDESTRIAN
FENCE POST ATTACHMENT
TO FOUR RAILING (TYP.)

EXISTING BRIDGE GIRDER‘j
(TYP)

NEW ORNAMENTAL
LAWP POST MP) 4]

NEW PEDESTRIAN\‘

FENCING (TYP.)

NEW VERTICAL FACE
BARRIER TYP) =l
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50" (+/-)

10-0" (+/-)

11-0" (+/-)

EXISTING
CENTER
LINE

50" (+/-)

SHOULDER

SB TRAVEL LANE

SIDEWALK

U

EXISTING 9.5"
CONCRETE SLAB

EXISTING BRIDGE
SUPERSTRUCTURE

EXISTING CRAIG STREET
TYPICAL BRIDGE SECTION

NOT TO SCALE

| 2!-gn 36" 8'-o"

SHLDR. RAISED MEDIAN | CYCLE TRACK

OPTION 2
RAISED
MEDIAN

INSERT

OPTION 2

©

N ni

PROPOSED EXISTING
CENTER CENTER
LINE LINE
o) 5" 30" 9!-gn | 11-0" 5l-g"
SIDEWALK SW BUFFER SHLDR. SB TRAVEL LANE NB TRAVEL LANE TWO-WAY CYCLE TRACK SIDEWALK

[

|

EXISTING 9.5"
CONCRETE SLAB
TO REMAIN

EXISTING BRIDGE
SUPERSTRUCTURE
TO REMAIN

PROPOSED CRAIG STREET
TYPICAL BRIDGE SECTION

\OPTION 1 (SHOWN)

NOT TO SCALE
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